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Installation

To change the activated carbon filter in the unit
venting system, only the push-fit venting grill has
to be removed.

For correct operation, venting of the system is 
essential. The installation method shown prevents 
the occurrence of moisture behind the facing wall.
All necessary special components form part of the 
scope of supply.

The assembly is placed into the installation space through
the assembly opening and flexibly connected to the supp-
ly pipes by means of the sleeves and pipe brackets.

The system is drained via a
pre-fitted drain hose.

The motor/pump unit can be easily
removed as a compact assembly.
The tank remains in place. 

The electrical connection can be made
in two ways: inside (1) or outside (2)
the installation area.

The WCfix 260 V can be combined with all commercial
wall facing installation systems. The distances shown 
between the elements must be adhered to. Plinths 
attached to the floor, for the alignment of several items,
can be placed underneath the tank to save space.

Used for venting with
activated carbon filter

Assembly opening
min. 500 x 400

Pressure pipe

Discharge
pipe
washbasin

Discharge
pipe WC

Discharge pipe 
shower/bidet

Vent pipe
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Technical data

Construction
Splash-proof motor (enclosure IP 44) in plastic housing on
common shaft with impeller. Drain elbow connection with
rubber collar, pressure outlet elbow in elastomer with
connection socket for pressure piping (in  PVC, PP or PE)
DN 32 with nominal diameter 40 mm and an internal dia-
meter of 36 mm. Incoming connection in DN 50 (HT pipe).
Connection via a flexible connection sleeve to the socket
of the system.

Motor
Low-maintenance short-circuit rotor for intermittent service
(3 min. operation, 7 min. interval) with operating capacitor
and built-in thermal motor protection for over load 
releasing.

Control
Dynamic pressure level control. The WCfix 260 V is fitted
with additional acoustic fault signal and volt free contact
for remote alarm indication. If additional facilities are
connected, unit will automatically cope with increased
input.
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