
 
 

 
 
 
 
 

 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

MODEL: Calmag Scale Inhibitor  

This dual purpose unit can be installed 
on both hot and cold water lines to 
prevent limescale from forming. 
The unit is supplied with fittings for a 
standard 15mm installation. For a 
22mm installation please request the 
CalGlow unit. 
The Calmag unit could be adapted for 
use of both compression fittings and 
push fit connections, if necessary. 
 
This unit does not require earth 
bonding unless fitted with pushfit 
fittings. 
Any scale that has formed around taps, 
sinks, showers, etc, will begin to soften 
with regular contact with treated water. 
This soft scale will be easier to remove 
than normal hard scale. 
Surfaces that are frequently in contact 
with water will become easier to clean. 
Shower heads will be descaled. 
After several months of descaling you 
will find that your hot water system will 
gradually become more efficient 
 
Do not expect your kettle to stay totally 
scale free. Since there is no water flow 
in a kettle, soft scale will still form. 

Turn off the water supply. 
Drain relevant pipework or system where the CalMag unit is to be installed. 
Allow time for the system to cool down if fitted in line, or on hot water lines. 
Cut pipework to suit length of unit. The unit should be installed no less than 1 metre 
away from an appliance. 
Push the unit into place, ensuring that the fittings are pushed fully into position. 
Tighten the compression fittings to make a seal. 
Re-open the system slowly. 
Check for leaks. 

 

SPECIFICATION DETAILS: 

Length: 190mm (excluding fittings) 
Diameter: 22mm  
Material: Chrome plated copper 
Fittings: 15mm to15mm compression (STD) 
Maximum working pressure: 12 bar (168 psi) 
Maximum temperature: 100 deg C  
Maximum flow rate: 1.08 l/sec (14gpm) 
 

Points to consider:- 
 

1. Limited free play in rigid pipework. 
2. Cut only one measurement, then re-

measure, also taking into account the 
compression fittings, before the unit is 
installed. 

3. Ensure that the unit is compact when 
the pipework has been cut. 

Contact Calmag for further information  
 

. 

Units 3-6 Crown Works, Bradford Road, Sandbeds, Keighley, West 
Yorkshire, BD20 5LN Tel : 01535 210320 Fax : 01535 210321 

For latest prices and delivery to your door visit MyTub Ltd - www.mytub.co.uk - info@mytub.co.uk 0844 556 1818   


