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Reprise Back To Wall WC pan
Illustrated
E5680 Reprise back to wall washdown WC pan with horizontal

outlet

E6007 Sottini Conceala 2 cistern 6/4 litres dual flush, pneumatic
flush valve, top inlet ballvalve & internal overflow

E5630 Reprise polyester seat & cover, chromuim plated hinges

E4439 Sottini contemporary flush plate

Configuration options
E6005 Sottini Conceala 2 cistern & cover, 6 litre, Freeflo plastic

syphon fittings, ½" Microvalve HP/LP ballvalve, side
supply, internal overflow, plastic flushbend, no lever

E5650 Reprise Wooden Seat - Maple with chrome hinges

E6022 Lever for panel, 28mm - Sottini

E6023 Lever flushing extended 405mm Sottini

E3222 Panekta outlet Connector, finned pattern to convert
horizontal outlet WCs to P trap

E3221 Panekta outlet connector, finned pattern to convert
horizontal outlet WCs to S or turned P trap

Material
Vitreous China

Weights
E5680 24.58KG
E6007 3.00KG
E5630 3.98KG
E4439 0.46KG

Colours
White (01)

Standards
Vitreous china to BS 3402. WC
pan to BS EN 997 & BS EN 33

Special Notes
WC pan screwed to floor. Joint to
wall sealed with waterproof
sealant (not supplied).

Frequently used applications
Hotels Pubs and Clubs
Residential

Accreditations
Water Label
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