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T E C H N I C A L I N F O R M A T I O N

Blank plugs

Angle valve (not included)

The air vent 1/2"

Angle valve (not included)

Return 1/2"FLOW 1/2"


Ral 9016  Note: Factory fitted bushes are welded in place and not removable.

If installing TBOE (Top Bottom Opposite End) please note that the radiator MUST be inverted.

TYPICAL VALVE INSTALLATION

TYPICAL BRACKET INSTALLATION OPTIONAL EXTRA FLOOR FIXING

BH Clamp
2 Col 23 54

WA D

Measurements using�
10mm CVD Bracket Slot

No of CVD Brackets�
and BH Clamps Required

Add 5mm if using 15mm Slot

85

D2

100mm

WA

D2

D

CVD Bracket

3 Col 23 73 123

4 Col 23 91 159

4 0 - 23

6 24 - 41

No of Sections Floor stands

B

130-190mm

C

TEMPERATURE TABLE PRESSURE DROPS

VALUE
KV

PR
ES

SU
RE

DR
OP

kP
A

0,01
100

10

1

0,1

10 100

FLOWRATE
l/h

1.000 10.000

0,1 1 10

1

1 2 Column (P1), 11 (K1)

2 3 Column (P+), 22 (K2)

3 4 Column (K3)

2

3

°C °F
5°C 0.050 10°F 0.057
10°C 0.123 20°F 0.142
15°C 0.209 30°F 0.240
20°C 0.304 40°F 0.348
25°C 0.406 50°F 0.466
30°C 0.515 60°F 0.590
35°C 0.629 70°F 0.721
40°C 0.748 80°F 0.858
45°C 0.872 90°F 1.000
50°C 1.000 100°F 1.147
55°C 1.132 110°F 1.298
60°C 1.267 120°F 1.454
65°C 1.406 130°F 1.613
70°C 1.549 140°F 1.776
75°C 1.694

TEMPERATURES

Factors for differences between mean
water temperature and room temperature

in °C and °F other than 50°C (90°F)

To apply the factors
shown in the table
below to our
quoted outputs,
multiply the quoted
output by the
chosen operating
factor to give new
output.

To apply the factor
to required output,
divide required
output by factor to
give correct radiator
from the Stelrad
Classic Column
range.



WITH A PROGRESSIVE APPROACH TO CLASSIC DESIGN, THIS STEEL

COLUMN RADIATOR CAN COMPLEMENT THE MOST CONTEMPORARY OF

WAREHOUSE CONVERSIONS, PROVIDE COMPATIBILITY WITH PERIOD

REFURBISHMENT, OR ADD STYLE TO THE MOST MODERN OF NEW

BUILDING DESIGNS. THE STANDARD MODEL IS SUPPLIED IN RAL 9016,

AND IS ALSO AVAILABLE IN A WIDE CHOICE OF OTHER RAL OR BS

COLOUR OPTIONS TO HARMONIZE WITH THE BOLDEST OR MOST

NEUTRAL OF DECORS.

FOR A CHIC SOLUTION THAT CAN ACCENTUATE THE USE OF

TRADITIONAL MATERIALS, ENHANCE A CONTEMPORARY OR PERIOD

APPEARANCE, THE CLASSIC COLUMN IS THE PERFECT CHOICE.

THERE ARE 7 HEIGHT OPTIONS AVAILABLE FROM 300MM TO

2500MM. THE STANDARD RANGE CONSISTS OF 54 MODELS WITH

HEIGHTS OF 300MM, 500MM, 600MM AND 750MM AND WIDTHS

FROM 414MM TO 1840MM. WHERE SPACE IS LIMITED THERE ARE SIX

VERTICAL MODELS WITH HEIGHTS OF 1800MM, 2000MM AND

2500MM AND WIDTHS OF 322MM AND 414MM. THIS EXTENSIVE

CHOICE OF HEIGHTS AND WIDTHS COMBINES WITH A CHOICE OF TWO,

THREE OR FOUR COLUMNS TO PROVIDE A VERSATILE SIZING FLEXIBILITY

THAT IS IDEAL FOR USE IN A MINIMALIST PROJECT, OR FOR APPLICATION

WHERE WORK SPACE IS RESTRICTED.

THE STRENGTH OF STEEL CONSTRUCTION IS MATCHED BY OUTSTANDING

HEATING PERFORMANCE. STRICTLY CONTROLLED INDEPENDENT

LABORATORY TESTING ENSURES THAT ALL STELRAD RADIATORS ARE

GUARANTEED TO PERFORM TO A MAXIMUM WORKING PRESSURE OF

116 PSI (8 BAR), AND CONFORM TO EN442 THE EUROPEAN

STANDARD FOR RADIATORS.

AS A MEASURE OF ALL ROUND DEPENDABLE QUALITY AND

PERFORMANCE, THE STELRAD CLASSIC COLUMN RADIATOR COMES

COMPLETE WITH A 5 YEAR WARRANTY.

A T H O M E I N E I T H E R T R A D I T I O N A L O R
M O D E R N E N V I R O N M E N T S

O U R E X T E N S I V E R A N G E O F S I Z E O P T I O N S
P R O V I D E S F I T T I N G F L E X I B I L I T Y

T H E G U A R A N T E E D P E R F O R M A N C E Y O U
W O U L D E X P E C T F R O M S T E L R A D



The colours shown above are reproduced as accurately as this printing process will allow and are available to special order only on these models.
Specials are subject to a 50% restock fee if returned
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T E C H N I C A L I N F O R M A T I O N
OUTPUTS AT OPERATING TEMPERATURE 75/65/20 C̊

HEIGHT

300

500

600

750

1800
2000
2500

LENGTH

(MM)

414

598

828

1012

1242

1426

1840

414

598

828

1012

1242

598

828

1012

1242

414

598

828

1012

1242

1426

1840

414

598

828

1012

1242

598

828

1012

1242

414

598

828

1012

1242

1426

1840

414

598

828

1012

1242

828

1012

1242

1426

1840

414

598

828

1012

1242

322

414

322

414

322

414

ELEMENTS

9

13

18

22

27

31

40

9

13

18

22

27

13

18

22

27

9

13

18

22

27

31

40

9

13

18

22

27

13

18

22

27

9

13

18

22

27

31

40

9

13

18

22

27

18

22

27

31

40

9

13

18

22

27

7

9

7

9

7

9

COLUMN
TYPE

3

3

3

3

3

3

3

4

4

4

4

4

2

2

2

2

3

3

3

3

3

3

3

4

4

4

4

4

2

2

2

2

3

3

3

3

3

3

3

4

4

4

4

4

3

3

3

3

3

4

4

4

4

4

2

2

2

2

2

2

EXACT LENGTH
TAPPING
CENTRES
(MM)

444

628

858

1042

1272

1456

1870

444

628

858

1042

1272

628

858

1042

1272

444

628

858

1042

1272

1456

1870

444

628

858

1042

1272

628

858

1042

1272

444

628

858

1042

1272

1456

1870

444

628

858

1042

1272

858

1042

1272

1456

1870

444

628

858

1042

1272

352

444

352

444

352

444

TAPPING
CENTRES
TOP BTM
(MM)

234

234

234

234

234

234

234

234

234

234

234

234

434

434

434

434

434

434

434

434

434

434

434

434

434

434

434

434

534

534

534

534

534

534

534

534

534

534

534

534

534

534

534

534

684

684

684

684

684

684

684

684

684

684

1734

1734

1934

1934

2434

2434

CENTRES
FROM
WALL
(MM)

73/78

73/78

73/78

73/78

73/78

73/78

73/78

91/96

91/96

91/96

91/96

91/96

54/59

54/59

54/59

54/59

73/78

73/78

73/78

73/78

73/78

73/78

73/78

91/96

91/96

91/96

91/96

91/96

54/59

54/59

54/59

54/59

73/78

73/78

73/78

73/78

73/78

73/78

73/78

91/96

91/96

91/96

91/96

91/96

73/78

73/78

73/78

73/78

73/78

91/96

91/96

91/96

91/96

91/96

54/59

54/59

54/59

54/59

54/59

54/59

MAX
PROJECTION

(MM)

123/128

123/128

123/128

123/128

123/128

123/128

123/128

159/164

159/164

159/164

159/164

159/164

85/90

85/90

85/90

85/90

123/128

123/128

123/128

123/128

123/128

123/128

123/128

159/164

159/164

159/164

159/164

159/164

85/90

85/90

85/90

85/90

123/128

123/128

123/128

123/128

123/128

123/128

123/128

159/164

159/164

159/164

159/164

159/164

123/128

123/128

123/128

123/128

123/128

159/164

159/164

159/164

159/164

159/164

85/90

85/90

85/90

85/90

85/90

85/90

BTU’S

(Dt50)

983

1420

1966

2403

2949

3385

4368

1287

1859

2574

3146

3861

1704

2359

2883

3538

1585

2289

3170

3874

4755

5459

7044

2076

2999

4153

5076

6229

2010

2783

3401

4174

1871

2702

3741

4572

5612

6443

8314

2451

3540

4902

5992

7353

4564

5579

6846

7861

10143

2992

4321

5983

7313

8975

2962

3809

3297

4239

4085

5252

WATTS

(Dt50)

288

416

576

704

864

992

1280

377

545

754

922

1131

499

691

845

1037

464

671

929

1135

1393

1600

2064

608

879

1217

1487

1825

589

815

997

1223

548

792

1096

1340

1644

1888

2436

718

1037

1436

1756

2155

1337

1635

2006

2303

2972

877

1266

1753

2143

2630

868

1116

966

1242

1197

1539

WEIGHT

(KG)

6.3

9.1

12.6

15.4

18.9

21.7

28.0

9.0

13.0

18.0

22.0

27.0

10.4

14.4

17.6

21.6

10.8

15.6

21.6

26.4

32.4

37.2

48.0

15.3

22.1

30.6

37.4

45.9

13.0

18.0

22.0

27.0

12.6

18.2

25.2

30.8

37.8

43.4

56.0

18.0

26.0

36.0

44.0

54.0

30.6

37.4

45.9

52.7

68.0

22.5

32.5

45.0

55.0

67.5

18.9

24.3

21.0

27.0

25.9

33.3

WATER
CONTENT

(LTRS)

5.4

7.8

10.8

13.2

16.2

18.6

24

6.3

9.1

12.6

15.4

18.9

6.5

9

11

13.5

7.2

10.4

14.4

17.6

21.6

24.8

32

9

13

18

22

27

7.8

10.8

13.2

16.2

8.1

11.7

16.2

19.8

24.3

27.9

36

10.8

15.6

21.6

26.4

32.4

19.8

24.2

29.7

34.1

44

12.6

18.2

25.2

30.8

37.8

10.5

13.5

11.9

15.3

14.4

18.9
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CC/5K/08/08


