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Specification
The DM950G comprises DM925G coupled to a fixed orifice flow  
measurement device using a spool piece connector, forming a fixed  
orifice flow measurement unit with regulation and isolation capability.
Test points supplied loose.

Installation
The DM950G is supplied ready assembled to site. Suitable gasket and 
bolting should be provided by the contractor/installer.

Note:
350mm and 400mm
Limited to 110ºC

Pressure/Temperature Ratings

Coefficients

Gearbox Operated Flow Measurement 
and Regulating Valve  DM950G PN16

Dimensions and Weights

Size
Weight 

(kg)
A 

(mm)
B 

(mm)
C 

(mm)
D 

(mm)
F 

(mm)
G 

(mm)
H 

(mm)

50 19.7 162 80 150 158 45 54 158

65 20.8 175 89 150 161 45 54 158

80 23.4 181 95 150 171 45 54 158

100 32.5 200 114 150 181 45 54 158

125 38.4 213 127 200 190 45 54 148

150 47.1 225 139 200 232 45 54 148

200 67.8 260 175 300 287 78 81 226

250 89.2 292 203 300 345 78 81 226

300 124.2 337 242 300 404 78 81 226

350 170 406 260 300 451 78 81 226

400 250 447 290 450 511 120 130 277

Materials

Part Material Sizes

Extension piece Steel DIN 17100 R.St.37.2/ASTM A53.Gr.A 150-400mm

Extension piece Steel DIN 17100 R.St. 37.2 50-125mm

P84 Test Valve See Fig No P84 All

Orifice Plate Retain Steel DIN 17100 R.St. 37.2 All

Orifice Plate Stainless steel BS970 316S31 All

Orifice Plate Gasket Asbestos free All

Flange Bolts Steel BS3692 Gr. 8.8 All

DM925G See Fig No DM925G Gear Operated All

Test Point Extension DZR Brass BSEN12164 CW602N All

Test Point Adaptor DZR Brass BSEN12164 CW602N 50-125mm

Socket Head Cap Screw Steel BS4168 Gr. 12.9 All   

Temperature ºC -10 to 120

Pressure (bar) 16

DN Flow 
Kv

Headloss 
K

Kvs

50 61 3.4 46.1

65 117 2.6 90

80 173 2.3 120

100 315 2.0 220

125 501 1.8 342

150 719 1.8 468

200 1303 1.6 792

250 2049 1.6 1224

300 3038 1.5 1800

350 2754 1.3 1795

400 3573 1.3 2334

For latest prices and delivery to your door visit MyTub Ltd - 0845 303 8383 - www.mytub.co.uk - info@mytub.co.uk


