
I N T R O D U C T I O N

Why should radiator valves be boring when 

they can look like this? Then specify the  

new Decorative Range of radiator valves  

from Myson.

The Decorative Range is both stylish and  

functional. They have been designed to  

complement the new ‘feature’ radiators like 

Myson ‘Column’ and ‘Décor’.

The Decorative Range is beautifully  

finished in polished chrome and available  

as a handwheel, lockshield or thermo- 

statically controlled valve. They not only  

look good, but will save you money on  

your heating bills!
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T H E  D E C O R A T I V E  R A N G E

NEW

DEC15ALSVC DEC15HSVC

MANUAL DECORATIVE RADIATOR VALVES & PIPE SLEEVE           ORDER CODE

15mm or ½˝ Angle Polished Chrome Handwheel DEC15HAC

15mm or ½˝ Angle Polished Chrome Lockshield DEC15LAC

15mm or ½˝ Straight Polished Chrome Handwheel for vertical mounting DEC15HSVC

15mm or ½˝ Straight Polished Chrome Handwheel for horizontal mounting DEC15HSHC

15mm or ½˝ Straight Polished Chrome Lockshield for vertical mounting DEC15LSVC

15mm or ½˝ Straight Polished Chrome Lockshield for horizontal mounting DEC15LSHC

180mm Chrome Plated Pipe Sleeving Kit for 15mm tube (180mm max, cut to size) DEC180SLV

THERMOSTATIC DECORATIVE RADIATOR VALVES                         ORDER CODE

Polished Chrome Vertical Angle TRV 15 or ½˝ 2TRV15DEC

Polished Chrome TRV Head 2TRVHDDEC

Polished Chrome Angle Body 15 or ½˝ 2TRV15ADEC

Polished Chrome Straight TRV 15 or ½˝ 2TRV15STDEC

Polished Chrome Horizontal Angle TRV 15 or ½˝ 2TRV15HIDEC

SLIMLINE DECORATIVE RADIATOR VALVES                                    ORDER CODE

15mm Angle Polished Chrome Combined Handwheel & Lockshield Manual Valve DECSL15HAC

15mm Straight Polished Chrome Combined Handwheel & Lockshield Manual Valve DECSL15HSC

15mm Polished Chrome Vertical Angle TRV 2TRVSL15DEC

15mm Polished Chrome Straight TRV 2TRVSL15STDEC

T E C H N I C A L  D A T A

Maximum operating pressure 10 Bar

Maximum water temperature 120°C

Maximum differential pressure (TRV) 0.6 Bar

Conforms to (TRV) BS EN215

Conforms to (Handwheel/lockshield) BS 2767-10

Finish options Polished Chrome

Pipe size 15mm/½˝ bsp

Sensing element (TRV) Liquid filled

DEC15HAC

2TRV15STDEC

DECSL 15HSC




